SCREENDOR INSTALLATION GUIDE
SCREEN
FOLDING DOOR APPLICATION

450 Delta Ave,
Brea, CA 92821

714-955-4489
www.windorsystems.com

ScreenDor -Folding Door Application
INSTALLATION INSTRUCTIONS
Things to Know
Hazard Notations

Supplies Needed
TOOLS NEEDED:
Pencil
Utility Knife
Ladder
Tape Measure
2mm Allen Wrench (Provided)
Appropriate Personal Protective Equipment
SUPPLIES NEEDED:
3M VHB High Bond Double Sided Tape 1” Wide
(Recommended)
Construction Adhesive

SAFETY & HANDLING
•

•

Understand ALL manufacturer’s instructions
before beginning to install your product.
Do not work alone. Use safe lifting techniques.

•
•

Always wear your P.P.E. (e.g. safety glasses, gloves,
ear protection, etc.).
Operate hand/power tools safely and follow the
manufacturer’s operation instructions.

HOW TO CHECK PLUMB, LEVEL AND SQUARE
A & B – Cross tape measurements to verify the opening
is square.
C – Threshold level, free of any crowns and sags.
D – Plumb vertical jamb.
E – Plumb vertical exterior portion of the wall.
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MEASURING GUIDELINES
We suggest that you do not order your ScreenDor until the
door has been installed. This way you can get the exact size
of screen needed for that particular install.

In the case your pressed for time and cannot wait to
measure the screen after the door is installed, here are
some measuring guidelines. These measurements allow
a minimal reveal at the interior daylight edge of the
frame. This is the recommended measuring process for
the screen.
1. For the width, subtract 1 ¼“ from the net frame
width. This will be the outside dimension of the
screen.
2. For the height, first take the net height of the
frame and subtract 7/8”.
3. Now take the deducted measurement from
step 2 and subtract the total thickness of the
finished floor height. This will be the total
adjusted height of the screen.
**If the threshold has been shimmed, the same
height and placement of the shims will be required
under the screen track.
Steps to measure for your ScreenDor after the door has
been installed is as follows.
1. For the width, take the daylight opening of the
door (jamb to jamb) and add 3 ¼”. This will be
the outside dimension of the screen.
2. For the height, measure from the finished floor
to the bottom of the header (daylight opening)
and add 2 ½". This will be the outside
measurement of your top guide.
Openings with framing larger than 2x4’s (meaning there
is framing returning to the interior larger than 1 ¼”,
these are normally covered with jamb extenders or
sheet rock.).
1. Measure the width end to end of the build in, in
multiple areas. The smallest measurement will
be the dimension for the width.
2. Measure from the finished floor to the bottom
of the built-in portion of the header in multiple
areas. The smallest measurement will be the
dimension for the height.

Folding Door Header Dimension

Folding Door Jamb Dimension

Top Guide

Side Guide
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GENERAL INSTALLATION INSTRUCTIONS
1. INSPECT PRODUCT AND HARDWARE

•

•

2. INSPECT THE ROUGH OPENING

Carefully remove any shipping materials.
(e.g. corner covers, shipping blocks, plastic
wrap, etc.) Do NOT unbundle the screen
cassette assembly.
Check for any cosmetic damages.

If any of the above conditions are a concern,
contact your dealer or distributer for
recommendations prior to installation.

•

Verify the width and height of the opening
for proper clearance.
• Verify the opening is square by cross
measuring.
• Verify the opening is level and plumb.
• Verify the sill has a flat, stable and smooth
mounting surface.
These steps are important to acquire a trouble-free
installation. If these conditions are not met, you
will need to adjust accordingly.

3. PREPARE THE OPENING AND GUIDES

•
•
•

•

Make sure the opening is plumb, level and
square.
Thoroughly clean the frame of the Folding
Door.
Make sure the bottom sill has a clean, flat
surface to mount to.

•

Apply the 3M VHB tape on the one side of
the Side Guides, this side will adhere to the
door frame. (Fig. A next page)
Apply the 3M VHB tape on the Top Guide.
Leave 1 1/8” on each end free of any tape.
(Fig. B next page)

4. INSTALL GUIDE
ScreenDor width
Door width

MOUNTING THE FRAME

(Fig. C)

•
•
•

ScreenDor width – Door width = ( X )
( X ) divided by 2 = ( Y )
( Y ) is the distance from the edge of the frame to
the outside edge of the screen frame. (Fig. C)

(Fig. C)

If the over all width of the ScreenDor is not noted, measure
the Top Guide and add 1”. This will be the outside
dimensions the screens width.
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4. INSTALL GUIDE CONT. & CASSETTE ASSEMBLY

•

•

•

•

•

•

•

•

Install the Side Guides to the interior face of
the Folding Door with the 3M VHB tape.
(Fig. D)
Install the Top Guide. Peel back one small
corner section of the tape backing and tuck
the Top Guide into the Side Guides. Position
it flush with the top of the Side Guides.
Once lined up, begin to pull the tape as you
work your way across the length of the
opening. (Fig. E)
Tuck the Bottom guide into the Side Guides
and center it in the opening. Peel back the
tape then tape it down. (Fig. F)
Install the cassette assembly. Make sure the
sticker is at the top and facing the interior.
Do NOT unbundle the screen cassette
assembly. Position the entire assembly into
the Top Guide, and set it on the Bottom
guide.
Remove the wrapping at the top and
bottom of the cassette/magnetic profiles.
Leaving the main cassette still bundled
together in the middle, make sure the cords
are not tangled and pinched.
If the middle of the screen cassette is not
wrapped, it’s suggested to tape it so the
screen doesn’t come unbundled.
From the interior, position the entire
cassette assembly into the right Side Guide.
Snap the cassette assembly into the Side
Guide.
Take off the left side magnetic profile and
remove the magnetic strip. Snap the left
magnetic profile into the left Side Guide.
Make sure the cords are not pinched or
tangled.

Apply 3M
VHB tape
here

Side Guide Profile
(Fig. A)

Apply 3M
VHB tape
here

Top Guide Profile
(Fig. B)

(Fig. D)

(Fig. E)

(Fig. F)
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5. ADJUSTING THE CASSETTE ASSEMBLY

•

•

•
•

•

•
•

Slide the cassette assembly side to side. If
it slides smoothly, then you can snap the
bottom into the bottom track. If it binds
and does not slide properly, you will need
to check for any tangled or pinched
strings.
Remove any remaining wrapping and test
the screen out. Completely close the screen
and separate any pleats stuck together.
Test out the operation of the screen.
On the left magnetic profile, you will see
the cord tensioners which are behind the
magnetic strip that was removed. Use the
#2mm Allen Wrench supplied to adjust the
tension. Loosen the set screws and adjust
the top tensioner down, and the lower
tensioner up. There should be slight tension
and no slack in the cords. (Fig. G)
Check your reveals on both side jambs. You
can adjust the reveals by slightly adjusting
the tension of the cord tensioners. If it’s too
tight or too loose the screen will not
operate properly.
Reinstall the magnetic strip to hide the cord
tensioners.
Once complete, it’s suggested to caulk the
outer edge of the screen frame to the
folding door frame, around the outer
perimeter.

Adjust Cord
Tensioners

(Fig. G)
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6. TROUBLESHOOTING

SCREEN TENSIONER ADJUSTMENTS
• If there is not enough tension on the screen tensioners, when shut, it will pull the other side away from the
jambs magnet. There needs to be enough tension so that the spring has slight pull to it.
• If there is to much tension on the tensioners, the screen will be very stiff to move.
• If the screen reveal to the jamb is off, adjust that tensioner more or less to pull or loosen the tension which in
turn will pull or relax the screen.
Take time to adjust the screen properly. Opening and closing the screen repeatedly will help even out the placement
of the strings in the screen.
Do not pull or twist the cassette with excessive force, this will bend the loop on the tensioners spring and your
strings will slip out or come untied.

NEVER CUT THE STRINGS.

6

